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Reply to Office Action dated May 10, 2010 

Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1. (Currently amended) A heating apparatus for ln_a motor vehicle which has an 
internal combustion engine and a vehicle interior, hav i ng andja cooling circuit (2, 44) for 
cooling the internal combustion engine (2, 13) and hav i ng a heating circuit (6, 17), 
which has at least one heating body (7, 18), for heating the vehicle interio r, as w el l as 
having and an electrical first additional heate r, in particu l ar a PTC add i tional hoater (8, 
19), charact e riz e d in that and a heat source can b e connected to the cooling and/or 
heating circuit (6; 14, 17) as the a_second additional heater (9, 16) a method 
comprising: 

operating the electrical first additional heater to heat the vehicle interior: 
operating the second additional heater to heat the cooling and/or heating circuit: 

and 

after the second additional heater is operating, switching off or turning down the 
electrical additional heater . 

2. (Currently amended) The h o ating apparatus method as claimed in claim 1, 
charact e rizod i n that wherein the heat source is in the form of an exhaust-gas heat 
exchanger [[(9)]]. 
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3. (Currently amended) The h o oting apparatus method as claimed in claim 2, 
characteriz e d i n that wherein t he exhaust-gas heat exchanger [[9)]] is arranged 
between the internal combustion engine [[(2)]] and the heating body [[(7)]] in the heating 
circuit (6). 

4. (Currently amended) The hoating apparatus method as claimed in claim 1, 
charact o rizod i n that wherein t he heat source is in the form of a visco heater [[(16)]]. 

5. (Currently amended) The hoating apparatus method as claimed in claim 4, 
characteriz e d i n that wherein t he visco heater [[(16)]] is arranged upstream of the 
heating body [[(18)]] in the heating circuit [[(17)]]. 

6. (Currently amended) The h o ating apparatus method as claimed in claim 1, 
charact e r i zed in that wherein t he heat source is in the form of a fuel heater. 
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